[bookmark: _GoBack]Worksheet 1 – Connecting Devices

Step 1: 
The first step is to connect your Arduino to a USB port on your computer – the light will come on



Step 2: 
Once connected to the PC, open the Arduino software and select the tools dropdown in the Ardino IDE and select the correct board you are using:
[image: https://www.arduino.cc/en/uploads/Guide/101_Board_select.png]


Step 3: 
You must also select the correct port you have the Arduino plugged in to, it will come up with the name of your board.

[image: https://www.arduino.cc/en/uploads/Guide/101_Com_port.png]

You are now ready to begin controlling your Genuino 101.
image1.jpeg
4

oF —
LJAVIGETAL - P

convine (NP

Ui +« B
Pl lm_l i ' .

& TFUN .

1199194444





image2.png
Blink
Turns

Most 2|
Leonar|
pin th
the dol

This ¢

Auto Format

Archive Sketch

Fix Encoding & Reload
Serial Monitor

Serial Plotter

WiFi101 Firmware Updater

Board: “Arduino/Genuino 101"
Port
Get Board Info

Programmer: "Atmel EDBG"
Bum Bootloader

Ctrl+Maiusc+M

Ctrl+Maiusc+L

for one second, repeatedly.

a
Intel Curie (32-bit) Boards

[® Arduino/Genuino 101

Arduino AVR Boards
Arduino Yan
Arduino Yun 101

Arduino/Genuino Uno




image3.png
File Edit Sketch Tools Help
Auto Format
Archive Sketch
Fix Encoding & Reload
i/ Serial Monitor Ctrl+Maiusc+M
2 BEEE T Serial Plotter Ctrl+Maiusc+L
3 Turns one second, repeatedly.
4 WIFi101 Firmware Updater
5 Most A . N ol. On the Uno and
= eon..  Board:“Arduino/Genuino 101 - .
o | Port"COMIS (Arduino/Genuino 101)" Serial ports
& the a0  GetBoardInfo ¥ COMIS5 (Arduino/Genuino 101)
9
Programmer: "Atmel EDBG" >
10 This e
Bum Bootioader
11
12 modified 8 May 2014





